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hank you for using Cayin 9088D mono block vacuum tube amplifier. Please read this 
operation manual carefully before using it.

� SPECIFICATIONS

� Power Output 60W ( RMS )
� Frequency response 20Hz~25kHz
� THD 2% 
� S/N ratio 80dB
� Input sensitivity 1000mV/1300 mV
� Input impedance 100k������

� Output impedance 4�,8��16�
� Power requirement AC 120V	5%, 50/60Hz
� Tube complement     V1,V2: 845  
                                V3: 6SL7
                                V4: 300B
� Weight 31kg
� Dimension 460
320
210mm (W
H
D)
� Power consumption            330W

� IMPORTANT SAFETY INFORMATION

� Be careful when carrying in order to avoid damaging the vacuum tubes and 
the other components.

� To reduce the risk of electric shock, don’t remove the cover.
� Don’t attempt to repair the product by yourself.
� No user serviceable parts inside. Refer servicing to qualified service 

personal.
� Keep liquid away from the amplifier. If you spill liquid into the unit, pull 

out the power plug at once and consult your dealer.

III WARRANTY SERVICE

� 90 day gaurantee for the tube.3 year gaurantee part and laber. (shipping not 
include).

� To obtain warranty service, the warranty card bearing your dealer’s chop or 
signature must be return to your dealer or our company within ten days 
from the date of purchase.

� The defective product must be returned to your dealer or our company for 
repairing when your dealer or our company accepts your requirement.

� The warranty doesn’t extend to any product that has been opened by you
    without permission of our company.
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IV OPERATION INSTRUCTIONS

A OPENING THE PACKAGE

  Please check carefully whether there is any damage with the carton before you 
open it. Put it on a flat surface with the arrow upward. Rip away the sealed tape and 
open the carton, then you’ll find: � a pair of mono block amplifier of Cayin 9088D, 
� a few tubes packed specially,  two power supply cord, � a operation manual, 
� four fuses, � a warranty card.
Note: Please fill out your warranty card in time, and hand it in to your dealer or 

send it to the sales department of our company to ensure the after-sales service.
Note: Be sure to use at rated voltage. Please check whether the rated voltage 

marking on the back plate corresponds to your line voltage. If not, please contact your 
dealer.
  Suggestion: Please keep the carton and the other wrappings well, perhaps you’ll use 
them when move the amplifier.

B INSTALLING TUBES
  Refer to the installation illustrations on diagram 3, install the tubes to the suitable 
sockets in chassis.
Note: Be sure to disconnect the power cord before you perform these installing 

procedures.

C CONNECTING
Connect your preamplifier to your mono block amplifier through the input socket 

with the signal cables.
  Select the suitable output impedance terminals on the rear panel for your speaker, 
connect the amplifier to the speaker with specialized audio cables. Be sure to connect 
only positive (+) cords to positive (+) terminals, and negative (-) cords to negative (-) 
terminals.
  Then connect the power cord. At first plug the power cord into the power socket on
the rear panel, and then plug the other end of the cord into a power outlet.
Note: The receptacle which the amplifier power cord is connected to must be the 

3-pin grounding type.

D TURNING ON
  When you are sure the connections are correct, press the “Power” knob to the “ON” 
position, then the power indicator will light up. 30 second later, the “HIGH 
VOLTAGE” indicator will light up, indicating the amplifier is in work condition. 
Then you will enjoy the music by adjusting the “Volume” on your preamplifier while 
your sound source is working.
Note: To prevent damage to circuit, never short-circuit positive (+) and negative (-) 

speaker terminals.
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V TROUBLESHOOTING

   Basic troubleshooting of an amplifier is similar to troubleshooting of any other 
electrical or electronic equipment. Always check the most obvious possible causes 
first. To give you a few ideas of what to look for, check the following.

Problem Cause Remedy 

No power when POWER is 
pressed.

Mains plug not inserted 
correctly.

The fuse is broken.         

Plug in securely.

Replace the fuse with a good  
one of the same model

The location of music is not 
fine.

L and R of input or output are 
mistaken or positive and 
negative of speaker terminal is 
mistaken.

Reconnect it.

No sound Volume control of preamplifier 
is set to minimum 

Source Selector of 
preamplifier set to wrong

Speakers are not connected

Turn up the volume

Check Selector

Check speaker cables

The noise is overloud. Not fine signal shielded cable

The signal cable, power supply 
cord and the video frequency 
cable are placed too close or 
get tangled up

Components or circuits are in 
trouble.

Replace the signal cable with a 
good one 

Put the connections in good 
order. Keep the signal cable 
away from the others 

Contact your dealer  

VI NOTICE

  The information in this manual is subject to change without notice. 
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VII DIAGRAM

Diagram 1.  9088D front panel
� Plate current meter � Power switch
 Power indicator                � Hi-voltage indicator
� Negative Feedback selector

Diagram 2.  9088D back panel
� Signal input jack � Signal output socket (4�,8�,16�)
 Power socket (with fuse)
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Diagram 3. Installing Tubes
                     V1,V2: 845

                          V3: 6SL7 
                          V4: 300B

� V1 (845) bias adjustor (adjust graduation refer to diagram 4)
� Bias adjustment selector 
 V2 (845) bias adjustor (adjust graduation refer to diagram 4)
    Attention: It should lay OFF when not adjust the bias.

Diagram 3. Galvanometer
When adjusted the bias of tubes V1,V2, it requests that indicator of the 

galvanometer in the black range as show in the diagram. 
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